
DN 15 4
DN 20 5
DN 25 6
DN 32 8
DN 40 8

DN 15 4
DN 20 5
DN 25 6
DN 32 8
DN 40 8

NEW

DN 15 003L8246
DN 20 003L8247
DN 25 003L8248
DN 32 003L8249
DN 40 003L8249

①

②

①

DN  15 2.5

DN  20 3

DN  25 4

DN  32 5

DN  40 5

② Δp settings

kPa
DN 15 DN 20 DN 25 DN 32/40

No. turns
38 3.30 1.70 1.41 3.10 
37 4.05 2.50 2.21 3.85 
36 4.80 3.30 3.01 4.60 
35 5.55 4.10 3.81 5.35 
34 6.30 4.90 4.61 6.10 
33 7.05 5.70 5.41 6.85 
32 7.80 6.50 6.21 7.60 
31 8.55 7.30 7.01 8.35 
30 9.30 8.10 7.81 9.10 
29 10.05 8.90 8.61 9.85 
28 10.80 9.70 9.41 10.60 
27 11.55 10.50 10.21 11.35 
26 12.30 11.30 11.01 12.10 
25 13.05 12.10 11.81 12.85 
24 13.80 12.90 12.61 13.60 
23 14.55 13.70 13.41 14.35 
22 15.30 14.50 14.21 15.10 
21 16.05 15.30 15.01 15.85 
20 16.80 16.10 15.81 16.60 

Max Nm
DN 15 20Nm ± 2Nm
DN 20 30Nm ± 2Nm
DN 25 50Nm ± 2Nm
DN 32 80Nm ± 2Nm
DN 40 80Nm ± 2Nm
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Instructions
ASV-PV (5 - 25 kPa)  ASV-PV (20 - 40 kPa)
❶ ❷ ❸

❹ ❺ ❻

❼ ❽
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